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CONFIGURATION OPTIONS



Standard System

The standard DATA CENTER IN A ROW is a self-contained modular system complete with cooling, power distribu-
tion, UPS, �re detection/suppression, backup cooling fans and monitoring. The base system provides from 12 kW  
up to 18 kW of cooling in two to six 42u racks. Additional racks can be added as long as cooling capacity is not 
exceeded. An additional cooling module can be added to provide redundancy. The system can be con�gured to 
handle as many racks as required.

The system can be leased for up to �ve years complete with full maintenance on the UPS and cooling systems  
inclusive of all repairs. If the system is provided with quick connects for the cooling and power, the system is not 
considered a �Leasehold Improvement� and can be relocated if the end user is a tenant. 

STANDARD SYSTEM FEATURES:

• 2 To 6 Nema 1–42u RACKS IN SELF-CONTAINED INTEGRATED 
MODULE

• 12kW/18kW DX OR CHILLED WATER COOLING SYSTEM
• TOTAL FIRE DETECTION AND SUPPRESSION
• HIGHLY ENERGY EFFICIENT — COOLS THE EQUIPMENT,  

NOT THE ROOM
• POWER AND COOLING SYSTEM MONITORING — LOCAL/REMOTE
• BACK-UP VENTILATION SYSTEM
• CLOSED ARCHITECTURE FOR QUIET OPERATION (67 dBA @ 5')
• PROVIDED WITH QUICK CONNECTS FOR EASY RELOCATION  

AND 5-YEAR DEPRECIATION

• POWER DISTRIBUTION FOR UTILITY AND UPS POWER

• LARGE SELECTION OF RACK PDUs

• VARIOUS UPS SELECTIONS: N, N+1, 2N OR INDIVIDUAL RACK 
MOUNTED

• EXPANDABLE TO 6–12 RACKS WITH MULTIPLE 18 kW COOLING/
POWER MODULES

• RELOCATABLE TO BACK-UP SITE OR REMOTE SITE

• SMALL FOOTPRINT — 3-RACK SYSTEM: 104” L x 42.5” D x 96” H

• BALANCING DAMPERS IN EACH RACK TO INSURE PROPER COOL-
ING AIR IS PROVIDED AS DICTATED BY THE LOAD OF EACH RACK

Standard System




